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Parts for Late English flint locks, right................... #Lock-LR-900
Most L&R parts are machined and tempered for immediate use.

#Lock-LR-900-Pl	 lock plate, 5.0 x 1.0”, tapped	 $29.00
#Lock-LR-900-Fr	 frizzen, as cast, requires fitting	 $20.99
#Lock-LR-900-Fx	 frizzen screw, long, 6-40, inside type	 $  1.99
#Lock-LR-900-Rp	 roller & blind pin, .28” tempered	 $  1.99
#Lock-LR-900-Fs	 frizzen spring, drilled for roller and pin	 $14.50
#Lock-LR-900-Fsx	 frizzen spring screw, 6-40, cut to .40”	 $  1.50
#Lock-LR-900-Co	 cock, gooseneck, 1.5” throw	 $14.50
#Lock-LR-900-Tj	 top jaw, .64 x .87”, with .25” hole	 $  6.99
#Lock-LR-900-Tjx	 top jaw screw, 1.3”, 1/4-28 thread	 $  3.00
#Lock-LR-100-Tu	 tumbler, tapped 6-40, cut for fly	 $18.00
#Lock-LR-100-Tx	 tumbler screw, 6-40 thread	 $  2.49
#Lock-LR-100-Fl	 fly detent, with hole for stud	 $  2.50
#Lock-LR-100-Br	 bridle, accepts three 6-40 screws	 $13.50
#Lock-LR-100-Bx	 bridle screw, 6-40 thread, use two	 $  1.50
#Lock-LR-100-Se	 sear, tempered, use 6-40 screw	 $13.50
#Lock-LR-100-Sx	 sear screw, .60” long, 6-40 thread	 $  1.50
#Lock-LR-100-Ss	 sear spring, tempered	 $  3.25
#Lock-LR-100-Ssx	 sear spring screw, 6-40 thread	 $  1.50
#Lock-LR-100-Ms	 mainspring, right, tempered	 $19.00
#Lock-LR-100-Li	 link, with integral pins	 $  6.99
Right flint cock choices:
#Lock-LR-900-Co	 right cock, gooseneck style	 $14.50
#Lock-LR-900-D-Co	 right cock, reinforced style	 $14.50

Parts for Late English flint locks, left................... #Lock-LR-1000
We stock L&R left lock parts. Most are machined and tempered.

#Lock-LR-1000-Pl	 left lock plate, 5.0 x 1.0”, tapped	 $29.00
#Lock-LR-1000-Fr	 left frizzen, as cast, requires fitting	 $20.99
#Lock-LR-900-Fx	 frizzen screw, .79”, 6-40, inside type	 $  1.99
#Lock-LR-900-Rp	 roller & blind pin, .28” tempered	 $  1.99
#Lock-LR-1000-Fs	 left frizzen spring, drilled for roller	 $14.50
#Lock-LR-900-Fsx	 frizzen spring screw, 6-40, cut to .40”	$  1.50
#Lock-LR-1000-Co	 left cock, gooseneck, 1.50” throw	 $14.50
#Lock-LR-900-Tj	 top jaw, .64 x .87”, with .25” hole	 $  6.99
#Lock-LR-900-Tjx	 top jaw screw, 1.30”, 1/4-28 thread	 $  3.00
#Lock-LR-200-Tu	 left tumbler, tapped 6-40, cut for fly	 $18.00
#Lock-LR-100-Tx	 tumbler screw, 6-40 thread	 $  2.49
#Lock-LR-100-Fl	 fly detent, with hole for stud	 $  2.50
#Lock-LR-200-Br	 left bridle, accepts three 6-40 screws	$13.50
#Lock-LR-100-Bx	 bridle screw, 6-40 thread, use two	 $  1.50
#Lock-LR-200-Se	 left sear, tempered, use 6-40 screw	 $13.50
#Lock-LR-100-Sx	 sear screw, 6-40 thread	 $  1.50
#Lock-LR-200-Ss	 left sear spring, tempered	 $  3.25
#Lock-LR-100-Ssx	 sear spring screw, 6-40	 $  1.50
#Lock-LR-1000-Ms	 left mainspring, tempered	 $19.00
#Lock-LR-100-Li	 link, with integral pins	 $  6.99
Left flint cock choices:
#Lock-LR-1000-Co	 left cock, gooseneck style	 $14.50
#Lock-LR-1000-D-Co	 left cock, reinforced style	 $14.50

Late English
flint locks
right and left#Lock-LR-900

 right flint lock
with gooseneck cock

#Lock-LR-1000
left flint lock

with gooseneck cock

   This late English “Manton” 
style flint lock is appropriate 

for English and American 
guns.

#Lock-LR-900-D
 right flint lock with
reinforced double 

throated cock
 

#Lock-1000-D
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Late English flint locks, right & left:
L&R’s late flint lock is sometimes called a “Hawken” flint lock. Use it 

on American longrifles of the 1800 to 1830 era, fullstock Plains rifles, 
Hawken rifles, Tennessee rifles, English fowling guns and London 
style flint fullstock and halfstock sporting rifles.

This lock has a waterproof pan, roller bearing frizzen spring, stirrup 
link, stiff mainspring, and a fly detent to allow the use of a set trigger. 
Turned bearing rings on the tumbler and sear minimize friction.

Right locks fit the same inletting as #Lock-LR-300 percussion lock.
#Lock-LR-900	 right lock, gooseneck cock	 only $133.00
#Lock-LR-900-D	 right lock, reinforced cock	 only $133.00

Left locks fit the same inletting as #Lock-LR-400 percussion lock.
#Lock-LR-1000	 left lock, gooseneck cock	 only $133.00
#Lock-LR-1000-D	 left lock, reinforced cock	 only $133.00
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